STATUTES AT LARGE

and weeds, and well drained. No trailer coach shall be placed on any
site where there is less than ten feet between the trailer and a building,
or another trailer, or less than five feet from the property line separat-
ing from adjoining property, or less than twenty-five feet from a highway
or street, all measurements from these to be from the nearest point to
the nearest point of such trailer or vehicle. No greater number of trailer'
parties shall be allowed than there are camp sites available for.
Sec. 2. Trailer Camp Water Supply.-Water supply shall be obtainable
from faucets only, which shall be provided within one hundred feet  of
any part of the trailer camp sites. No dipping of receptacles shall be per-
mitted. No drinking vessels shall be exposed to promiscuous use.
Sec. 3. Trailer Camp Toilets.-Flush toilets shall be provided in sepa-
rate compartments for each sex, within a distance of two hundred feet
from any part of the trailer camp site, one toilet for each sex accommo-
dated. Toilets shall be distinctly marked "Men" and "Women" and their
location plainly indicated by directional signs. Pit privies for camps ac-
commodating trailer patronage are not sanctioned.
Sec. 4. Slop Sinks.-In every trailer camp or park there shall be pro-
vided one or more flushing slop sinks properly trapped and connected
with a sewer, septic tank said sinks to be conveniently located at no
greater distance than one hundred feet from any trailer camp site. It is
important, for the protection of the water supply, the slop-sinks shall
have the water faucets, inclusive of any rubber hose section that may be
attached thereto, placed sufficiently high so that under no circumstances
shall the point of delivery be beneath the level of any liquid in the sink or
container washed therein. If the flush is operated by a valve of the
"flushometer" type, the form installed must involve an efficient siphon
breaker device. Herein all liquid wastes from trailer coach sinks and
toilets shall be deposited. An ample supply of hot water shall be provided
for the efficient cleansing of such receptacles, and it shall be the duty of
the caretaker to see that such cleansing is effected, also to see that no
unnecessary sloppage upon the sides of the fixtures or on the flooring
occurs. The latter should be of some impervious material, cement, and
must be kept scrupulously clean, with frequent application of a disinfectant
solution. The windows and ventilators of the housing for such slop sinks
shall be screened, and a self-closing screen or other door be provided.
Sec. 5. Use of Trailer Coach Tiilets at Camp is Prohibited.-No per-
son shall use or shall be permitted to use any toilet, whether chemical or
otherwise, installed in any trailer coach, while the latter is parked in
any trailer camp, nor shall any sink waste be discharged upon the ground
therein. Buckets or other suitable receptacles shal be placed in such
manner as to receive all liquids which may be discharged through any
refrigerator drain or sink-pipe while the trailer coach is parked, and such
buckets or receptacles shall not be permitted to overflow.
Sec. 6. Garbage and Rubbish.-One or more metal garbage cans with
tight-fitting covers, appropriately labeled, shall be provided and conven-
iently placed for every six trailer camp sites, or fractional part of this
number. All garbage, waste and rubbish of any kind shall be either burned,
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